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¢ Test Button Provided
¢ Inlet Connection 1/2”
4 Orifice: 6.0 mm

4 Suitable for Flame

¢ Dirty Condensate
& Heavy Load

¢ Orifice : 12 mm

4 Battery Backup

¢ Electronic Level
Sensed
¢ Test Button Provided

¢ Inlet Connection 1/2” (facility)

Proof rs v
T ¢ Orifice: 4.5 mm. ¢ External Switching
inlet options q q .
(Preumatic) p (Blectronic) ¢ 3inlet options Option
Zero Air Loss Drains Zero Air Loss Drains Motorised Drain Valve
{ORS-C KAPTIV-CS iC
¢ NUFORS-CR ) L K/ y L TEC-44 )y

Energy
Conservation

" EXPENSIVE AIRLEAKS
ROB US OF OUR MONEY
¢ Detects upto 30 Ft

¢ 10 LED Bar Graph
¢ Noise Isolating

§<7> . Headphone

Battery : 9 Volt

Compressed Air Leak

Detection Audit :
Every 2 psi increase in
discharge pressure results
in 1 % more power

¢ Inbuilt Ball Valve
Strainer

¢ With Test Button

4 Pressure up-to

¢ Stethoscope Probe

consumption i 16 B
Compressed Air Leak Detector Available Double Timer Drain aur "
\ y L Locator y L Fluidrain Combo ¢ 4 mm orifice
- D )
¢ For Mineral, Synthetics,
' ' Polygycol Lubericants
¢ High Pressure up-to ¢ Adjust Timer- ¢ For Comp.
40/80/250/450 Bar 1 min. to 120 min. 70 CFM (2m®/min) -
¢ With Test Button ¢ Test Button 2500 CFM (60m?/min)
¢ 2 mm orifice ¢ 2/2 way, direct acting ¢ Outlet 0il<10 ppm -
her Drain Vil ¢ 2 mm orifice cond o With Test Point
ilter Drain Valves ondensate Oil-Water . 3 i1
TEC-11 Separation System ¢ Visual Life indicator
< Sepremium for Elements

4 Advanced Infrared

4 Detects a broad range
of refrigerants

4 14" Flexible probe

4 Audible and incremental
LED indicators

4 Detects all combustible
gases

4 Sensor on probe tip

4 Visual and audible
indicators

4 Detects all combustible gases
with excellent sensitivity and no
calibration required.

4 Sensor on probe tip for ultimate
sensitivity, response and

Technology with
10 years sensor life
4 CFC, HFC, HCFC and HFO -
All refrigerants
4 3 levels of sensitivity -

¢ Sensitivity: 14 g/yr S easy changing 4/7/14 g/yr. o
(R134a) ¢ Sensitivity: 20 ppm + Visual and audible indicators ¢ Basyouse, 155" flexble
¢ Alkaline batteries- rubberized probe plus rigid

4 2 D Battery-11Hours,
20 Hours

5xC-30 Hours

Leakator® Jr

4 Sensitivity: 20/50 ppm
4 Alkaline batteries-4xAA-14 Hours

extension probe

Leakator® 10 # Rechargeable lithium ion battery

Tru Pointe IR

Tru Pointe®

¢ Tune Rite® on-demand
HVAC “assistant”

4 Measures 02, CO (w/NOx
filter), stack/air temperature
and draft/ pressure

4 B-Smart® pre-calibrated

CO sensor
J Fyrite® InTech®

4 Measures up to 4 gases simultaneously
¢ B-Smart® pre-calibrated sensors
4 3.5 inch color LCD with zoom featu
for easy reading of measurements
¢ Can measure or calculate Nox
(depending on sensor configuratior

4 Measures 02, CO, stack and air
temperature

4 B-Smart® pre-calibrated CO sensor
for easy field replacement

4 Compatible with the Bacharach
Reporting App Six fuels configuration
covering natural gas, propane etc

~

# Easily recovers all CFC, HFC and
HCFC non-flammable refrigerants
4 The fastest AHRI-certified unit in its class
4 Motor Rating: 1HP, 1,450 RPM @ 50Hz
@ 2-cylinder, oil less, air-cooled compressor
4 Recovery Rates
(vapor/liquid/push-pull)
R-22 : 0.25/2.88/5.17 kg/min
R-134a : 0.21/2.05/4.94 kg/min
R-410A: 0.25/2.59/7.19 kg/min
4 230V AC, 50 Hz

¢ 3/8” port recovers all CFC, HFC and HCFC
non-flammable refrigerants

¢ 1 HP Oil-less 2 cylinder compressure

¢ Recovery Rates (vapor/liquid/push-pull)
R-22 :0.34/3.77/22.91 kg/min
R-134a : 0.26/2.77/18.92 kg/min
R-410A: 0.38/4.25/24.04 kg/min

4 115V AC, 60 Hz

Refrigerant Recovery Machine
ECO 2020

Commercial Recovery Machine
FM 3700

\, WV \, J
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Hydraulic Puller

¢ Inbuilt Pump & Pressure Safety
Value

¢ 2/3 Combination Jaws

¢ Life Time Warrantee Jaws
available

¢4Tt0220T

Puller Accessories

¢ 2 Arms Accessories
¢ 3 Arms Accessories

(Crosshead, Studs &
Straight Jaws)

Hydraulic Pusher

=z

.

ﬂjU

L im

2 99,400

fit parts easily and speedily
¢ 3 legs design divides force
equally
+ Safety valve minimizes the

¢ Install wide variety of press- (:

Mechanical Pullers

¢ 3 Arm Pullers
&
¢ 2 Arm Pullers
(with inside Pulling)

risk of overload

Mechanical Pusher

¢ For installing small size
bearings, gears etc

¢ 3 legs design divides force
equally

¢ 3 lengths to suit application
upto 385 mm

¢ sturdy carrying / storage case

¢ 10 mm to 55 mm bore
diameter bearings

¢ 3sleevesand 36
impact rings

¢ Even distribution of
mounting force

¢ Super tough, UHMW
PolyEthlene material

¢ Light portable case

Bearing Pulling Plate

¢ Bearing Pulling
Attachment
CK-22

|
Pl (65izes)

4%

»—

4 A

- -

»

AN

r—s
--)—.—:-
Trisection Plate for
Bearing Pulling

¢ K 3 Series
(5 Sizes)

‘SUJAY’

Oil Injector Pump kit

¢ For Bearing Removal
from the Shaft

4 Pressure 3000/3500/4000
Bar

4 Adaptor Sizes available :
1/4x1/4,3/8,1/2,3/4

Cone Induction Heater

Flameless Por

Induction Heater

table

'
\,

Bearing Electronic Stethoscope

y

4 20to 120 mm ID
(260mm OD)
4 Time & Temp Controller
4 Auto Demagnetization
4 Bearing Weight -
15kg (Max)

‘TM’ Induction Heater

\

4 Bolt Heating, Paint
s/c Heating

4 1000W

4 6 coils & 2 DIY wire

L Grease Meter

¢ dB Meter-60 db to
120 db

¢ Headphone

¢ Volume Control

¢ Flexible Shaft

Portable Vibration Meter

with Magnetic Probe J

7

tur?

Hydr

aulic Jacks

4 Single Acting Spring
Return

4 Double Acting

4 Hollow

4 Telescopic

4 Production & Shut-down
Application

4 Uniform Temp. Up-to
240/400 C

¢ 8 Models for Selection

¢ Remote option available

¢ Power Factor:0.8

¢ For 55 to 150 mm ID

¢ Digital Controller

¢ Temp. up-to 150C

¢ Job Weight-20 kg (Max)

4 Fits on any Grease Gun.

4 LCD Display gms / cm3 / OZ

4 Inhouse calibration for
different grease.

¢ Saves grease and money

¢ Easy to see grease level
in drum at a distance

¢ A:16-20 kgs. pail

¢ B:1/4 drum

¢ Displacement for
<600 rpm

¢ Velocity for
600-60,000 rpm

¢ Acceleration>60,000

rpm

IR Thermometer

¢ (8:1) -20°t0 500°C
¢ (12:1) -32°to 530°C
¢ (30:1) -50°to 850° C
¢ (30:1) -50°to 1050° C
¢ (30:1) -50°to 1250° C
+ (30:1) -50°to 1550° C

e

Hand Pumps & Power Packs
\ p

Hand Pumps (upto 700 Bar)
&
Power Packs (upto 450 Bar)




